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4- 1/2X4 REDWOOD LAMINATES ON

CURVED RUNS

LAP JOINTS AT 2'-0"

LAMINATED SECTION SHALL EXTEND

4'-0" MIN. INTO TANGENT

2X4 STAKES ALIGN WITH SPLICE BLOCK, TYP.

TURF

CRUSHED GRAVEL OR GROUND COVER

2X4X18 SPLICE BLOCK AT STRAIGHT OR

CURVED SPLICE

2X4X14 SPLICE BLOCK AT CORNER SPLICE

2X4X18  PRESSURE TREATED DOUGLAS FIR STAKES

4'-0" O.C. ON STRAIGHT RUNS, CHAMFER TOP.

FINISH GRADE - 1 1/2" AT GROUND COVER

FINISH GRADE - FLUSH AT CRUSHED GRAVEL PAVING

2X4X18  SPLICE BLOCK. 1" BELOW TOP OF HEADERBOARD,

SEE PLAN VIEW

2X4 PRESSURE TREATED DOUGLAS FIR HEADERBOARD

ON STRAIGHT RUNS

1 1/2" AT TURF, 2" AT SHRUB AND GROUND COVER

PLANTING AREAS

STAKES 2'-0" ON CENTER, AROUND RADIUS.
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PLAN VIEW

ELEVATION VIEW

NOTES:

1. 2X4 PRESSURE TREATED BOARDS USED FOR STRAIGHT RUNS, MAY NOT

BE SLOTTED AND BENT FOR CURVED RUNS.

2. CITY STANDARD IS CONCRETE CURB OR MOWBAND (SEE PSD CONC-7).

HEADER BOARD USED ONLY WITH WRITTEN APPROVAL FROM CITY'S

LANDSCAPE ARCHITECT.
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